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Bug fixes

® fix ADA detect timing issue

® fix 1 hour faster issue when using GetCurrentTime() function.

Supported Machine Types

MX5400SE
MX5300SE

MX5200SE

MX5000SE

MX4000W

MX2800SE (FORCE), MX2800T
NH2700, NH2700T

MX2600SE (Halo2)

NH2600

NH1800SE

Display Type DIP Switch Settings
MODE [1]-] MODE [2]-] MODE [3]-] MODE [4]- LCD Type~
1024x600 -
ON- ON. ON. Don'ts NH2700,NH5000SE, MX2600SE -
Care -
I 1024x600 + SPL. I
ON: ON.- OFF - Boats NH2700T-
Care~
OFF ON. ON £ £ . §
¥ - e Care. NH1800SE, MX4000W -
e 800x600 (INNOLUX) -
ON. OFF - ON. il NH1800SE, MX4000W .
Care
Don't SAGAED -
OFF. OFF - ON. sk (NH1500SE)-
Care«
1024x768_RGB88S-
OFF. OFF. OFFE. Dot MX5400(15 inch BOE) -
Care
1024x768_RGB566 -
S ON: OFF. Don't: MX2800SE, MX5300SE(15 inch AUQ), MX5200SE -
Care~
1024x768 + SPL.
ON. OFF. OFF. Dok MX2800T
Care +
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